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	� Precision full extension runner with pull-out stop and roll-out guard
	� Using a release lever, the drawer can be detached from the runner 

and thus removed and re-fitted with ease
	 �Precision control for silky smooth running action and high lateral stability
	� For drawers with grooved, rebated or loosely fitted drawer bottom
	� Loading capacity to EN 15338, Level 1

Ball-bearing runner KA 5632, 12.7 mm installed width
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Order no. PU

250 254 192 0 073 276 1 pair

300 304 96 242 0 073 277 1 pair

350 354 96 292 0 073 278 1 pair

400 404 96 96 342 0 073 279 1 pair

450 454 96 128 392 0 073 280 1 pair

500 504 96 128 64 442 0 073 281 1 pair

550 554 96 128 64 32 32 492 0 073 282 1 pair

600 604 96 128 96 32 32 542 0 073 283 1 pair

650 654 96 128 160 32 32 592 0 073 284 1 pair

700 704 96 128 192 32 32 642 0 041 355 1 pair
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Fix to drawer with
at least 8 screws

= minimum number of screw-fixing positions

	Advice
Technical information, see page 1522
Accessories, see page 1805

Full extension runner KA 5632, side-mounted for wooden drawers
	Full extension runner KA 5632 for side mounting
	Loading capacity 45 kg


